TAIT PUMP DIVISION

Section B8-3
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Delaval DAYTON, OHIO sgp;:ed:s 52; 1978
( 1770 RPM MODEL 6BCH
SINGLE STAGE PERFORMANCE ENCLOSED IMPELLER

[ ] STAGES REQUIRED

STANDARD CONSTRUCTION

NN
CHANGE IN —
EFFICIENCY — TOTAL HEAD
TOTAL HEAD NO.OF | NO.OF IN METERS
IN FEET STAGES | POINTS |7
s ]
30 2 -4.0 ||
— e [
- 4.50 DIA. e TOH 8-36 0 =
1 35 60 84 68 {79 —
L | 20 = r 2 F730, 6 | |
- 3.83 DIA. + 66
' e « [
| | 10 = =, 50
pumnnt?
Tt =
0 ~0
-4
NPsHR 10 NPSHR NPSHR
IN FEET 2 |NMETERS
0
BRAKE 0
HORSEPOWER KILOWATTS
e rors [ ]
POWER ]
[~ 4.50 DIA. 0.50 |
0.5 =+
== seE ozs ]
0.0 = {-{3.83 DIA.
o 40 80 120 160 200 0.00
U.S. GALLONS PER MINUTE
0 2 4 . 6 8 10 12 14
LITERS PER SECOND
0 10 20 30 40 50
ICM RS PER HOUR
Tﬂk r-quTr D uru. ' J__] CUBIC METE E o]
— I s PUMP HYDRAULIC PERFORMANCE IS BASED ON
| | “"ﬂ@ XDIA.  STANDARD MATERIALS OF CONSTRUCTION
N R \LW HANDLING COLD. CLEAR, FRESH, NONAERATED
L LB . — ‘_J WATER, FREE OF FOREIGN MATERIALS. LOSSES
587 Letlcln L ARE NOT INCLUDED.
l———A
THREADED SUCTION STANDARD DIMENSIONS
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STANDARD DATA
THRUST STANDARD | SINGLE STAGE WEIGHT
IMPELLER | SPECIFIC FACTOR SHAFT AXIAL MAX. MAX, DISCHARGE | SUCTION WEIGHTS EACH
NO. SPEED K DIAMETER | CLEARANCE | STAGES | PRESSURE SIZE SIZE THREADED BELL, ADDITIONAL
SUCTION SUCTION STAGE
1.5 i 1 in 0.125 in 578 psi 4 in 4 in 65 Ib - b 22 b
306817 2139 36 .
21.9 N/m | 254 mm| 3.175 mm 3985 xPa| 1016 mm | 101.6 mm 29.4 Kg —  Kg

Qefer to Section C and I for K-Factor, optional materials, construction and engineering data.
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