BELL & GOSSETT ITT
FLUID HANDLING DIVISION

PERFORMANCE CHARACTERISTIC CURYE
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CURVES BASED ON SHOP TEST USING CLEAR COLD WATER AT A TEMPERATURE OF NOT
OVER B5°F. PERFORMAMCE IS GUARANTEED AT INDICATED OPERATING POINT OMLY.
HORSEPOWER CURVES DO NOT INCLUDE MOTOR SERVICE FACTOR. wosoves T/, oare 17481
|
ﬁﬂ ] m _m‘:}
7
|t 55% .
57% -——_— -
591}& mipepllers. ane I_llm-rn-ld n % incre- |
F m | maEniE 10 supply eguied Capacily
Respanttality Ioe fina! impebler saz-
V . ":i.f,? 60% 1T ing remains with ITT Bell & Gossetr. ™ |
50 614" 59% ‘-
p—
7%
-+ e 4 - * n] 5‘5%
E Lo . - i
e 40 'rﬂ'; 4 50%
z &%,
. 4
S fsw 1 AN |
5 - e . W | - i — qn1=_-——
[ | i ri
S X LTINS : -
-|_ 2HF s p———— o e ey yr—
20 1}2HP I[-
.| t | —
1HP
YHP:
10 N.P.S.H. REQUIRED [%HP -
| 1]

0 20 40 60 80 100 120 140



