8000 PROPELLER PUMPS
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PUMP SHAFT DIAMETER _14arsIN. | WATER
MAKIMUM SPHERE SIZE - 135N  B— S
1 [THRUST FACTOR) _ EBLBSJFT. 1238 | w
Ka [TOTAL ADTOR WEIGHT) 17 LBS. i ?'f : 5
Kz (SETTING CONSTANT) 2.8 LBS.FT. f‘e' e —i
WH? 1.1 LES.-FT.} 1 [ i
| BOWL ASSEMBLY WEIGHT 260 LAS, b | | oo
EYE AREA: PROPELLER NO. B-1354-A 486 50, IN. | 4 VANE A ) - —
| PROPELLER NO. B-1353.5 455 50, IN. [ 3 VANE T _? i S
B ~ FROPELLEA WO. 8-1353 46,6 50, IN, | 3 VANE BT .'
| PAOPELLER NO. B-1352.5 46,6 50 IN, | 3 VANE : o1t
5 PROFELLEA ND. L
FROFELLER MO, I - L asr

HYDRAULIC PERFORMANCE IS5 CONTINGENT ON FURNISHING THE PUMP
WITH SPECIFIED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO
EXCEED B5" F,

FUMP FERFORMANCE SHOWN IS BOWL ASSEMEBLY WITH 10 FEET OF
COLUMN INCLUDING A STANDARD ABOWE GROUND DMSCHARGE ELBOW
AQMITIONAL COLUMN LOSSES SHOULD BE ADDED WHEN SETTINGS ARLC
DEEPER THAN 10 FEET ANDVOR FOR OTHER MMSCHARGE ARAANGEMENTS.

*This value is the minimum submergence required
to pravent vortesing only. Thiz valus may need Lo
be increased 1o provide sdeguate NPSHA.

FAIRBANKS MORSE PUMPS
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8000 PROPELLER PUMPS
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DATA VALUE
PUMP SHAFT DIAMETER 14375 IN,
MAXIMUM SPHERE SIZE 1.25 IM,
Kt (THRUST FACTORI 26 LBS.JFT.
Ka {TOTAL ROTOR WEIGHT) 34 LBS,
Ks (SETTING CONSTANT| 2.8 LBS/FT.
WK 2.7 LBS.-FT*
BOWL ASSEMBLY WEIGHT 380 LBS.
EYE AREA: PROPELLER NO, B-1354-8 46.6 50, IN, | 4 VANE
PROPELLER NO. B-1363.5 466 0. IM. | 3 VANE
PROPELLER NO. B-1363 466 S0, IN. | 3 VANE
PROPELLER NO. B-1352.5 dE.6 S0 IM. | 3 VANE
PROPELLER MO
PROPELLER NO.

HYDRAULIC PERFORMAMNCE IS CONTINGENT ON FURMISHING THE PUMP
EEFEEEEEF;ED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

PUMP PERFORMANCE SHOWM 1S BOWL ASSEMBLY WITH 10 FEET OF

*This value is the minimum submergence required  COLUMN INCLUDING & STANDARD ABOVE GROUND DISCHARGE ELEOW,
1o preavent vortexing only. Thes valua may need to ADUITIONAL COLUMN LUSSES SHUULLD BE ADLELD WHEN SEITINGS AHE
be increazed to provide edegquate NPSHA, DEEFER THAMN 10 FEET AND/OR FOR OTHER DISCHARGE ARRAMNGEMENTS.

FAIRBANKS MORSE PUMPS




