VERTICAL TURBINE PUMPS

SINGLE STAGE PERFORMANCE
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EFFICIENCY CORRECTIONS,,, DIMENSIONS TECHNICAL DATA
{Inches)
NUMBER OF EFFICIENCY DATA VALUE
12 COLUMN
STAGES CHANGE K_ MAXIMUM QPERATING SPEED 2200 RPM
) -3.0 POINTS MAXIMUM NUMBER OF STAGES 6
2 -2.0 PGINTS PUMP SHAFT DIAMETER 1% N
3 -1.0 POINTS IMPELLER EYE AREA 52,2 SC. IN
4 NO CHANGE v MAXIMUM SPHERE SIZE 100 N
5 NO CHANGE Ki {THRUST FACTQR) 1795188 FT
6 OR MORE NO CHANGE Ka {ROTOR WT. PER STAGE] 27 18S
MINIMUM BOWL WT. (FIRST STAGE]} 480 188,
BOWL ¢ EFFICIENCY mo p. WATER BOWL WT, (EACH ADD'L. STAGE) 165 LBS
MATERIAL | CHANGE : LEVEL ALLOWABLE SHAFT STRETCH YN
k4 . H
CAST iRON .1.0 POINTS 281+ WKZ {FIRST STAF;E} 440185 FT
ERAMELED 1 O CRANGE WK? {EACH ADD'L.. STAGE] 4.38 LBS.FI7
- - BOWL RING CLEARANCE 0142020 IN.
IMPELLER EFFICIENCY o )
MATERIAL CHANGE ** These are nominal values. Refer to “Application ang
CAST IRON 1.0 POINTS ] Reference Data” for information further limiting or
BRONZE NO CHANGE —‘L_—*‘**{ extending these values, '
ENAMELED C. NO CHANGE : 162

(i Refer 10 “Appiication anc Relerence

Data” fot head correction,

FAIRBANKS MORSE PUMPS

12" COLUMN

*Add 13.50 for each additional stage

*** This vaiue is the minimum submeérgence requited o

prevent vortexing only. This value may ree¢ 1o oe
increased to provide ddequale NPSHA.






