 VERTICAL TURBINE PUMPS

SINGLE STAGE PERFORMANCE
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EFFICIENCY CORRECTIONS,,, - DIMENSIONS - P TECHNICAL DATA
(inches) .
NUMBER OF « | EFFICIENCY Y—— 14" COLUMN T ‘ DATA VALUE
STAGES CHANGE . | MAXIMUM OPERATING SPEED 1800 RPM
1 2.0 POINTS * : ‘MAXIMUM NUMBER OF STAGES ger
2 -1.0 POINTS 17.50 S [ IMPELLER SHAFT DIAMETER 2%¢ IN.
3 NO CHANGE IMPELLER EYE AREA i 50,47 5Q. IN,
4 NO CHANGE _ - MAXIMUM SPHERE SIZE - 148 IN.
5 O CHANGE 6.00 : . [ (THRUST FACTOR) 18,54 LBS JFT.
5 NO CHANGE | 3 . 2, [ Xa{ROTOR WT. PER STAGE] 70.1 LBS.
' ' i MINIMUM | BOWL WY [FIRST STAGE] 684 LBS,
BOWL EFFICIENCY : 16920, | -WATER | BOWL WT. {EACH ADD'L. STAGE) 274 LBS,
MATERIAL CHANGE ; 255\553 . [ALLOWABLE SHAFT STRETCH B1IN ¥
. C Co T AT L WIKT(FIRST STAGE 7.62 LBS.-FT.
CAST IRON 1.0 POINTS . A : T *-—-L—-—-*——-J T
[ENAMELED G| NG CRANGE] 39.18° al 32440 . TWKF(EACH ADD'L. STAGE] 744 (8BS FT2
- ' | BOWL RING CLEARANCE :022/.028 IN.
IMPELLER | EFFICIENCY 4230 ) =2 . N
MATERIAL CHANGE *¥ These are nominal values. Refer to "Application and
CAST IRON 1.0 POINTS w2 Reference Data” for information further limiting or
BRONZE NO CHANGE L N v : extending these values.
ENAMELED CI_ | NO CHANGE __j L_ ¥ .
18.26 D, 1678 D, 4% This vajue is the minimum submergence required to
(1) Refer 10 “Application and Referance 14" COLUMN prevent vortexing only. This value may need to be
Data” for head correction, *Add 16.58 for sach atiditional stage, increased to provide sdequate NPSHA.
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