VERTICAL TURBINE PUMPS
SINGLE STAGE PERFORMANCE
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EFFICIENCY CDHHECTIONSHI DIMENSIONS TECHNICAL DATA
{Inches)
NUMBER OF |EFFICIENCY
STAGES . CHAMGE DATA VALUE
. O FOINTE MAXIMUM OPERATING SPEED | 2000 RPM |
% 10 POINTS | MAXIMUM NUMBER OF STAGES 7"
3 NO CHANGE | 12" COLUMN PUMF SHAFT DIAMETER Ty IN.
4 NO CHANGE IMPELLER EYE AREA 59.050. IN.
5 “[nD cHANGE] | MAXIMUM SPHERE SIZE 1.13IN.
6 OF MORE | ND CHANGE MiNiMum| %1 THRUST FACTOR) 23 LBS./FT.
WATER | K3 I(ROTOR WT. PER STAGE] SOLBS. |
BOWL EFFICIENCY LEVEL | gOWL WT. {(FIRST STAGE] 780 LBS.
MATERIAL CHANGE 26 [ROWL WT_(EACH ADD'L. STAGE) 360 LBS.
TAST IAON TIDPOINTS 36.50" . ALLOWABLE SHAFT STRETCH S41IN"
G 26 3788 o ? EEIRET EEArE 3
EPOXIEDC. I, NO CHANGE W Z (FIRST STAGE) 10,40 LBS.-FT.
WK? [EACH ADD'L. STAGEI 1007 LBSFT.2
IMPELLER EFFICIENCY 7 BOWL RING CLEARANCE .014/.020 IN,
MATERIAL CHANGE 1490
CAST IRON - 1.0 POINTS —_— ] **These are nominal values. Refer to “Application and
BRONZE | nO cHANGE| 4} Reference Data™ for information further limiting or
EPOXIED C.I. NO CHANGE extending these values.
12" COLUMN

(1) Refer to “'Application and Refer-
ence Data” for head correction.

FAIRBANKS MORSE PUMPS

*Add 14.12 for each additional stage.




