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Fig.6310 PROPELLER PUMP PERFORMANCE CHART 

1. 	The propeller pump performance curves shown are obtained by testing pumps with 10 foot column in
cluding enclosed discharge elbow with head measurements taken in a horizontal discharge pipe at 
1east three pi pe diameters beyoM the elbow flange. 

2. 	 Discharge column losses should be add'edwhen settings are deeper than 10 feet. 

>..... 
z 
""' ..... 
u. 
u. 
UJ 

t-
z 
""' ..... 
IX...., 
0.. 

'"'"(\) .... 
"<::l 
~ 
u 
,~ 
'I:l 

,... .... 
..... tl 
..... 1:! 
u. 0 

~ z- "0 
Q~ 
C ... 
I.LI tl 
:I: 

..... 1! 
(\)

-.<;! 
:IE 
C ~ z ... 
~ 'g

...... 
-' Q.) 

c ;::, 

.... tI)
0 :::!........ 

Q, 

1! 
Q.) 

.<;! 

~ ..... 
<::l ..... 

IX 
~ 	 .....:. 

0 
0.. ..... 
IX 
0 
'" 
:z: 

:.: ""' c 
IX 
a:a 

• 

U.S.GALLONS PER MINUTE 

6310 11-8" O. D. COLUMN 350 R. P. M. ONE STAGE CODE WYVAM 


