8000 PROPELLER PUMPS

PUMP PERFORMANCE

EYE AREA: PAOPELLER MO A-199.3 172

PROPELLER NO. 358
PRAOFELLER NO, A-134-8.3 112

PACPELLEA NO. A-3583 12 |

351050 IN.[3VANE
3510 5Q. IN.| 3 VANE |
3B47 SQ. IN. | 3 VANE |

351.0 SQ. IN._ 4 VANE

PROPELLER MO, A-134-4
PROPELLER MO,

| 84T 50, M. | 4 VANE

HYDRAULIC PERFORMANCE 1S CONTINGENT ON FURNISHING THE PUMP
WITH SPECIFIED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

EXCEED B5° F.

FUMP PERFORMANCE SHOWN I3 BOWL ASSEMBLY WITH 10 FEET OF
COLUMN INCLUDING A STANDARD ABOVE GROUND DISCHARGE ELBOW.
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DATA WALUE
PUMP SHAFT DIAMETER 2.4375 IN,
| - o BAISIRALIA
MAKIMUM SPHERE SIZE 4.00 IM. WATER
K: (THRUST FACTOR) o 215 LBS.FT.
Ka (TOTAL ROTOR WEIGHT) 270 LBS.
Ks [SETTING CONSTANT] 1 12.8 LBS.FT.
W 152 LBS.-FT.?
BOWL ASSEMBLY WEIGHT 1900 LBS.

ADBITIONAL COLUMMN LOSSES EHOULD BE ADDED WHEN SCTTINGS ARC
DEEPER THAM 10 FEET ANDVOR FOR OTHER DISCHARGE ARRAMGEMENTS.

*This value is the minimum submergence required
to prevent vortexing anly. This value may need to
be increased to provide adegquate NFEHA,

FAIRBANKS MORSE PUMPS
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BH00 1000 12400 14000 00 B0 20000 22000 240K
LR
DATA VALLUE
PUMP SHAFT DIAMETER 2.4375 IN.
P MAXIMUM SPHERE SIZE 4.00 1.
NWATER K1 [THRUST FACTORI 216 LBS.FT.
LEVEL Ka (TOTAL ROTOR WEIGHT) 540 LES.
“{'J Kz (SETTING CONSTANT) 169 LBS.JFT.
vk = e Ee ]
-~ BOWL ASSEMBLY WEIGHT - B 2780 LBS.
EYE AREA: FROPELLER ND. A-193-3 1/2 351.0 S0. IN. [ 3 VANE
| PACPELLER ND, A-358-3 12 | 351.0 SO.IN. | 3 VANE
PROPELLER MO, A-368 384.7 S0. IN. | 3 VANE
FRUPELLER NO, A-134-A-3 112 351.0 SQ. IN. | 4 VANE
i PROPELLER NO. A.134-4 364.7 500, IN. [ 4 VANE
PROFELLER NO.
} HYDRAULIC PERFORMAMNCE |5 CONTINGENT ON FURNISHING THE FUMP
— 5,00 mﬂﬁsgggﬂm AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

PUMP PERFORMAMNCE SHOWN IS BOWL ASSEMBLY WITH 10 FEET OF

*This value is the minimum submergence required COLUMMN INCLUDING & STANDARD ABOVE GROUND DISCHARGE ELBOW.
10 prevent vorexing only. Thig value may fead 16 ADDITIONAL COLUMMN LOSS5ES SHOULD BE ADDELD WHEM SETTINGS AHE
be increased o provide adeguate NPSHA, DEEPER THAN 10 FEET ANDVOR FOR OTHER DISCHARGE ARBAMGEMENTS.
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