8000 PROPELLER PUMPS
PUMP PERFORMANCE
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DATA WALUE MIMIRALIA
WATER
PLUMP SHAFT DIAMETER 29375 IN. LEVEL
MaxIMUM SPHERE SIZE - _B00ON.
Kt [THRUST FACTOR) 320 LBS.FT.
Ka [TOTAL ROTOR WEIGHT) 470 LES. .
ks (SETTING CONSTANT) 15,3 LES.FT.
WK 3B LBS.-FT.?
BOWL ASSEMBLY WEIGHT 000 LBS. |
EYE AREA: PROPELLER MO, A-303-4 114 5374 500 IN. | 3 YANE
PROPELLER NO. A-313.4 1.4 537.4 50 IN. | 3 VANE f
PROFELLER MO, 4-319 5E7.5 50 IM. | 3 VANE ]
PROPELLER NO. &-304-A-4 1/4 537.4 501 IN, | 4 VANE —J ¥
PROPELLER MO, A-904-4 GH7.5 50, IN. | 4 VANE 54,007 — 5.0
PHOPELLER MO,

HYDRAULIC PERFORMARCE IS CONTINGENT ON FURNISHING THE PUMP
ETEESIE?F;ED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TD

PUMP PERFORMAMNCE SHOWN |3 BOWL ASSEMBLY WITH 11:I FEET DF
COLUMN INCLUDING A STANDARD ABOVE GROWND DISCHA

ADDITIONAL COLUMN LOSSES SHOULD BE ADDED WHEN S-i:'rIIhIGS AHI:
CEEPER THAM 10 FEET ANDVOR FOR OTHER DISCHARGE ARRANGEMENTS.

¥This velue is the minimum submercence required
to prevent vortexing only. This value may need to
be increased to provide adequate NPSHA

FAIRBANKS MORSE PUMPS
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8000 PROPELLER PUMPS
PUMP PERFORMARNCE
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=This valpe s the minimuom submergence seguired
to prevent vartexing only. This value may need to

1500 20000 2300H 0000 5000 AN 45400
LS GGPM
DATA VALUE
PUMP SHAFT DIAMETER 2.9375 IM.
—— MAXIMLM SPHERE SIZE 5O0IN.
WATER Kt (THRUST FACTOR) 320 S0 IN.
LEVEL Ka [TOTAL ROTOR WEIGHT] 940 LES.
' Ks {SETTING CONSTANT] - 23.0 LBS/FT,
WEE i 776 LBS.-FT.!
RPN BOWL ASSEMBLY WEIGHT 4150 LES.
EYE AREA: PROPELLER NO. A-303-4 114 537.4 S0, IN, | 3 VANE
e PACPELLER NO. A-313-4 114 537.4 SO. IN, | 3 VANE
FROPELLER MND. A-313 | SB7.ES0. N, [ 3 VANE
PROFELLER MD. A-304-A4 1/4 537.4 S IN, [ 4 VANE
i | PROPELLER MO, A-304.4 §B7.5 50, IN. [ 4 VANE
FROPELLER NOD.
) HYDRAULIC PERFORMANCE IS CONTINGENT ON FURNISHING THE PUMP
5.00° WITH SPECIFIED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

ba increased to provide adequate NPSHA.

FAIRBANKS MORSE PUMPS

EXCEED 85 F,

PUMP PERFORMANCE SHOWN 15 BOWL ASSEMBLY WITH 10 FEET OF

COL UMM INCTUTHMNG A STANDARD AROVE GADLIND DISCHARGE ELBOW.
ADDITICMNAL COLUMMN LOSSES SHOULD BE ADDED WHEN SETTINGS ARE

DEEFER THAM 10 FEET ANDVYOR FOR OTHER DISCHARGE ARRANGEMENTS.




