8000 PROPELLER PUMPS
PUMP PERFORMANCE
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HYDRAULIC PERFORMANCE IS CONTINGENT ON FURNISHING THE PUMP
E@Eggﬁ!ﬂm AMOUMNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

FUMP PERFORMAMNCE SHOWMN 1S BOWL ASSEMBLY WITH 10 FEET OF
COLUMM INGLUDING A STANDARD ABOVE GROUMND DISCHARGE ELBOW,
ADDITIONAL COLUMM LOSSES SHOULD BE ADDED WHEN SETTINGS ARE
DEEFER THAM 10 FEET AND/OR FOR OTHER DISCHARGE ARRANGEMENTS,
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DATA VALUE
PUMP SHAFT DIAMETER 21875 IN.
MAXIMUM SPHERE EIZE_J__ 3.75 IN. Ml.!u“.ul.hw"é'fam
Ka|THRUSTFACTOR) |~ 150LBS/FT. LEVEL
| Ka (TOTAL ROTOR WEIGHT| B | 185 LBS. i
| K= (SETTING CONSTANT] ) 10.0 LBS./FT.
| e - HFLBEFTE . - | B
- BOWVL AS?_EI‘I.-'I ELY WEIGHT 1300 LBS, |
| EYE AREA: PROPELLER WO, A-158-3 247.4 50, IN. | 3 VANE
PROPELLER NO, A-357-3 247.4 50, IN, | 3 VANE
PROPELLER NO, &:357 271.7 80, IM, | 3 VaANE
PROPELLER NO, A.183-A-3 2474 50, IN. | 4 VANE ,
PROPELLER NO, A-183-A 271.7 500 IN. | 4 VANE e
PAOPELLER NQ., J 1
== B0

*This valuo it tho minimum submorgenes roguires
to prevent vortexing only. This value may need to
be increased to provide adequate NPSHA,

FAIRBANKS MORSE PUMFS




12

8000 PROPELLER PUMFPS
PUMP PERFORMANCE

24"
8211

580

RPM

2

STAGE

FUMP TOTAL HEAD IN FEET

24"
COLLMM
L
FABRICATED
STEEL ELBOW

236"

Pl

LINESHAFT

3
EMCLOSING
TUBE

MR

R AN N 00 RN 1M 1000

L G007

*This value is the minimum submergence required
1o preven vorlexing onby, This valug may nead to
be increased to provide adequate MPSHA.

FAIRBANKS MORSE PUMPS

14000 15000
LS. SR
DATA VALUE
PLIMP SHAFT IAMETER B 21875 IN.
MAXIMUM SPHERE SIZE AN,
WML Ki ITHRUST FACTORI 150 LES.FT,
LEVEL Ka {TOTAL ROTOR WEIGHT) 230 LES,
& K= (SETTING CONSTANT] 12,8 LES.FT.
1 W 134 LBS..FT.7
. BOWL ASSEMBLY WEIGHT 1970 LBS.
EYE AREA: PROFPELLER MO\, A-168-3 247.4 S0 N, [3 VANE
i FROPELLER NO. A-357-3 247.4 S0 IM. | 3 VAMNE
| FROFELLER MD. £-357 271.7 50, IN_ [ 3 VANE
FROPELLER MO. f-163-0-3 2474 S0, IN. [ 4 VANE
l PROPELLER NO. A-163-A 271.7 50. IN. | 4 VAME
1 PROPELLER MO.

HYDRAULIC PERFORMAMNCE IS CONTINGENT ON FURNISHING THE PUMP
WITH SPECIFIED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

EXCEED 85° F.

FUMF PERFORMANCE SHOWN IS5 BOWL ASSEMEBLY WITH 10 FEET OF
COLLMN INCLUMNNG & STANDARD AROVE GROUND DISCHARGFE FI BOW
ADDITIONAL COLUMN LOSSES SHOULD BE ADDED WHEN SETTINGS ARE
DEEPER THAN 10 FEET ANDVOR FOR OTHER DISCHARGE ARRANGEMENTS.






