VERTICAL TURBINE PUMPS
SINGLE STAGE PERFORMANCE

1653

MNPSHR - FT.

TOTAL HEAD IN FEET

24MC
6970

580
RPM

IMPELLER
TAMAGZ

EFFICIENCY CORRECTIONS [y

NUMBER OF EFFICIENCY
STAGES CHANGE
B 1 - 3O POINTS
7 . 2.0 POINTS |
3 - 1.0 POINTS
| 4 ND CHANG E_
[ s WO CHANGE
& 0OR MORE  |ND CHANGE
BOwWL EFFICIENCY
MATERIAL CHANGE
CAST IRON -1 OPOINTS
EPOXIED C.I. MO CHANGE
IMPELLER EF FICIENCY
MATERIAL CHANGE
CAST IROMN 1.0 PE'ET_S
BAONZE MO CHAMNGE
EPOXIED C.1, MA |

{1) Aefer to "Application and Refer-

ence Data” for head cormection.

DIMENSIONS
{Inches)

13,50
18" COLUMN L
~ 480 ]
MINIMUM
WATER
LEVEL
43
3t 50°
18 laa

*Agd V650 for mach sdditional stage.

TECHNICAL DATA

WK? (FIRST STAGE}
W IEACH ADD' L STAGE)

DATA VALUE
MaX IMUM OPERATING SPEED 1200 RPM
WA MU NUMBER OF STAGES 2

| PUMFE SHAFT DIAMETER 37,4 IN
[IMFE: R EYE AREA 1109 8Q.IN. |
MAXIMLUIN SPHERE SIZE 1.3BIN.

K1 [THAUST FACTOR) 66 LBS./FT.

| K5 [ROTOR WT PER STAGE] 108 LB5.
HOWL WT {FIAST STAGE) 1600 Las, |
BOWL WT_{EACH ADD'L STAGE!} 700 LRBS.
ALLOWABLE SHAFT STRLTCH A4 1N "

|4s60LBs T2
N30 LBS.-FT.2]

(BOWL RING CLEAHANCE

MA

**These are naominal values. Aefer 10 “Application and
Referenca Data” for infarmation further limiting or

extending these value.

FAIRBANKS MORSE PUMPS



