VERTICAL TURBINE PUMPS
SINGLE STAGE PERFORMANCE

=1
NPSHR - ET

TOTAL HEAD M EEET

36MC
6970

580
RPM

IMPELLER
YTETRI

EFFICIENCY CORRECTIONS 1
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1 -1.0 POINTS
2 |NOCcHANGE
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[ a4 “[nO CHANGE
5 NO CHANGE
B 5 NO CHANGE
BOWL, EFFICIENCY
MATERIAL CHANGE
CAST IRDN MO CHANGE
EPOXIED C.I. MO CHANGE
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(1] Refer 1o selection data for

head correction.
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*Add 26.75 for each additsonal vage.

TECHNICAL DATA

DATA

VALUE

MA X IMUM NUMEBER OF STAGES
PLUMPE SHAFT DIAMETER

| IMPELLER EYE AREA
BAA K IMUM SPHERE SIZE
'K_HTHHUSI FACTORD

Ky (ROTOR WT PER STAGE)

MARIMUM OPERATING SPEED |

800 APM
Tll
ay N,

L 215 50.IN.
263 IN.

| 1asuBsIFT. |
307 LBS.

 BOWL WT (FIRST STAGE)
BOWL WT (EACH ADD'L STAGE)

3000 LBs
1750 LBS.

ALLOWABLE SHAFT STRETCH
WETIFIAST STAGE)
| WE 7 IEACH ADU L STAGE]

BBIN" |
30600 LBS.-FT.4
195.90 LBS.-FT.

BOWL FING CLEAHANCE

L)

**These are nomingl values, Refer to selection data for
infarmation further limiting or extending these values.
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