8000 PROPELLER PUMPS
PUMP PERFORMARNCE

HYDRAULIC PERFORMAMNCE 15 CONTINGENT ON FURNISHING THE PUMP
E:EEESJEEE!’F;ED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

PLIMP PERFORMAMNCE SHOWMN IS BOWL ASSEMBLY WITH 10 FEET OF
COLUMM INCLUDING A STANDARD ABOVE GROUND DISCHARGE ELEOW.
ADDITIONAL COLUMN LOSSES SHOULD BE ADDED WHEN SETTINGS ARE
DEEPER THAN 10 FEET AMD/OR FOR OTHER DISCHARGE ARRANGEMEMTS.
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DATA VALUE po 9 EOLUMN
PUMP SHAFT DIAMETER 1.6875 IN. \ -
MAXIMUM SPHERE SIZE 28N, \
Ki (THRUST FACTOR) 62 LBS.FT. | .
Ka (TOTAL ROTOR WEIGHT) ~ eBLBS. WATER | 12
Ks [SETTING CONSTANT) 5.5 LBS.FT. o }
WE? 14 LBS.FT. el | 2.30 :
BOWL ASSEMBLY WEIGHT £25 LBS.
EYE AREA: PROPELLER NO. A-372-T 124.0 5. IN. | 3 VANE
PROPELLER NO. A-373-T 124.0 SQ. IN. | 3 VANE _ aae
PROPELLER NO. A-370-F 124.0 SO, IN. | 4 VANE
PROPELLER NO. A-371-T 124.0 SO. IN. | 3 VANE |
PROPELLER NO.
PROPELLER NO.

. Y p—

*1hie walue ia the minimum submergance reguired
to prevent vortexing only, This value may need 10
be increased to provide adequate WPSHA.

FAIRBANKS MORSE PUMPS




8000 PROPELLER PUMPS
PUMP PERFORMANCE

HYDRAULIC PERFORMAMNCE |5 CONTINGENT ON FURNISHING THE PUMFP
E}Hﬁ%ﬂEﬂ AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

PUMP FPERFORMANCE SHOWN 15 BOWL ASSEMBLY WITH 10 FEET OF
COLUMMN IMCLUDING A STANDARD ABOVE GROUMND DISCHARGE ELEOW.
ADDITIONAL COLUMM LOSSES SHOULD BE ADDED WHEN SETTINGS ARE
DEEFER THAMN 10 FEET AMD'OR FOR OTHER DISCHARGE ARRAMGEMENTS.
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DATA VALUE \
PUMP SHAFT DIAMETER 1.6875 IN. | I
MAXIMUM SPHERE SIZE 263 IN. |
Ki [THRUST FACTOR] 62 LBS.FT. MIMIMUM -
Ks {TOTAL ROTOR WEIGHT) B6 LBS. WATER
Ks (SETTING CONSTANT] 5.5 LBS.FT. v
Wi 14 LBSFT° 1
BOWL ASSEMBLY WEIGHT 625 LBS. i
EYE AREA: PROPELLER ND. A-372-T “124.0 5. IN. | 3 VANE i
PROPELLER NO. A-373-T 124.0 S0, IN. | 3 VANE @
PROPELLER NO. A-370-F 124.0 50. IN. |4 VANE |
PROPELLER NO, A-371-T | 124050 IN. |3 VANE | PR
PROPELLER NO. - o i !
PROPELLER NO.

"This value iy tha minirmum subrnergenes reyoired
te prevent vartexing only. This value may need to
be increased to provide adequate NPSHA.
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8000 PROPELLER PUMPS

PUMP PERFORMANMNCE
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e T PURMF SHAFT DIAMETER 1.6875 IN,
] - MAXIMUM SPHERE SI2E 2.63 IN,
f Kt {THRUST FACTOR) 62 LBS.FT.
i | =5 Ka {TOTAL ROTOR WEIGHT) 132 LBS.,
e S i | Ks (SETTING CONSTANT] 7.6 LAS.FT,
waTEn i W 28 LBS.-FT.?
.'_.1*-{_,; BOWL ASSEMEBLY WEIGHT 1025 LBS,
| EYE AREA: PROPELLER NO. A-372-T 124.0 500, IN. | 3 VANE
| ) PROPELLER MO. A-375-T 124.0 S0 IN. | 3 VAME
. . PROFELLER NO.A-370-F 124.0 50. IN. |4 VaNE
' Il PROPELLER MO. A-371-T 124.0 S0. N, | 3 VAME
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L i1 HYDRAULIC PERFORMANCE 15 CONTINGENT ON FURNISHING THE PUNP
I e WITH SPECIFIED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO
s T EXCEED 85° F,

*This value is the minimum suhmeargrnes raquired
to pravent voraxing only. This value may need 1o
be ingreased to provide adegquate NPSHA,

FAIRBANKS MORSE PUMPS

FUMP PERFORMANCE SHOWMN 15 BOWL ASSEMEBELY WiITH
COLLIRAN INCLUIDING & STANDARD AROVE GROUND DISCHARGE ELBOW,
ADDITIOMAL COLUMM LOSSES SHOULD BE ADDED WHEN SETTINGS ARE
DEEPER THAM 10 FEET AMDYOR FOR OTHER DISCHARGE ARRANGEMEMTS.
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] i | Kt (THRUST FACTOR) €2 LBS.FT.
23 Ka (TOTAL ROTOR WEIGHT] 132 LBS.
! Ks |SETTING CONSTANT) 76 LBS FT.
Wi 28 LBS-FT
| BOWL ASSEMBLY WEIGHT 1026 LBS.
EYE AREA: PROPELLER NO. A-372-T 124.0 50, [N, | 3 WANE
o PROPELLER NO. A-373-T 124.0 50. IN. | 3 VANE
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1 HYDRAULIC PERFORMANCE 15 CONTINGENT ON FURNISHING THE PUMP
=l azs WITH SPECIFIED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO
I | EXCEED 85" F.

PUMP PERFORMANCE SHOWMN |5 BOWL ASSEMEBELY WITH 10 FEET OF

“Thig value & tha minimum submergence requirad  COLUBMN INCLUDING A STANDARD ABOVE GROUND DISCHARGE ELBOW
ta prevent vortexing only. This value may nesd to ADDITIONAL COLUMN LOSSES SHOULD BE ADDED WHEMN SETTINGS ARE

be increased to provide adequate NPSHA.

FAIRBANKS MORSE PUMPS

DEEPER THAN 10 FEET AND/DR FOR OTHER DISCHARGE ARRANGEMEMNTS.




