8000 PROPELLER PUMPS
PUMP PERFORMANCE
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PUMP SHAFT DIAMETER 19375 IN \
MAXIMUM SPHERE SIZE 328 IN.
K: (THRUST FACTOR) 101 LBS./FT.
Ka (TOTAL ROTOR WEIGHT) 125 LBE.
Ks (BETTING CONSTANT] 7.5 LBS.FT.
Wi ) 43 LBS,-FT.
BOWL ASSEMBLY WEIGHT 1300 LBS
EYE AREA: PROPELLER NOD. A-34D-F 203.0 50, IN. |4 VANE

FROPELLER MO. A-341-T 202.0 S0, IN. | 3 VANE

PROPELLER NO. A-342-T 2030 50, IN, | 3 VANE

PROFELLER MO A-342 5T 203.0 50 IN. | 3 VANE

 PADPELLER NO, A-343-T 203.0 50 IM, | 3 VANE
PROPELLER MO,

HYDRAULIC PERFORMANCE 15 CONTINGENT ON FURNISHING THE PUMP
WITH SPECIFIED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO
EXCEED BE" F,

FUMI FERFORMANCE SHOWN |6 BOWL ASSEMELY 'WITH 10 FEET OF
COLUMN INCLUDING A STANDARD ABOVE GROUND DISCHARGE ELBOW.
ADDITIONAL COLUMM LOSSES SHOULD BE ADDED WHEN SETTIMGS ARE
DEEPER THAN 10 FEET AND/OR FOR OTHER DISCHARGE ARRANGEMENTS.

*This value is the minimum submergenca reguired
1o prevent vortaxing only. This value may need to
be increased 10 provide adequate NPSHA,

FAIRBANKS MORSE PUMPS
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W LN - FUMP SHAFT DIAMETER 1.9375 IN.
| fem MAXIMUNM SPHERE SIZE 338 IN,
i K: (THRUST FACTOR| 101 LBS.FT.
= Ka (TOTAL ROTOR WEIGHT) _ 750 LBS.
! Ks |SETTING CONSTANT) 10.0 LBS./FT.
WK ? 86 LBS.-FT.2
| BOWL ASSEMELY WEIGHT 2150 LBS.
| EVNE AREA: PROPELLER NO. A-A0-F 2030 S0 1N, | 4 VANE
ana PROFELLER MO. A-341-T 203.0 5Q. IN. | 3 VANE |
| PROPELLER MO. A-342-T 203.0 50 IN. | 3 VANE
. PROPELLER NO. A-3425-T 203.0 S0 IN. | 3 VANE
' " PROPELLER MO. A-343-T 203.0 S0. IN. | 3 VANE |
et PROPELLER NO.
JEL: HYDRAULIC PERFORMANGE 15 CONTINGENT ON FURNISHING THE PUMP
4 WITH SPECIFIED AMOUMNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO
R EXCEED 85" F.

*This value is the minimum submergence required
to prevent vorlexing only. This value may need (o

ez increased fo provide adeguate NPSHA,

FAIRBANKS MORSE PUMPS

PUMP PEAFOAMAMNCE EHOWMN 15 BOWL ABEEMOLY WWITH 10 FEET OF

COLUMM INCLUDING A STAMDARD ABOVE GROUND DMSCHARGE ELBOW.
ADDITIONAL COLUMM LOSSES SHOULD BE ADDED WHEN SETTINGS ARE

DEEPER THAN 10 FEET ANDVOR FOR OTHER DISCHARGE ARRANGEMENTS.
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DATA VALUE
PUMP SHAFT DIAMETER 19375 IN. r
MAXIMUM SPHERE SIZE 338 1N, i
Kr (THAUST FACTOR) 701 LBS.FT, S n -
Ka [TOTAL ROTOR WEIGHT] 125 LBS. WATER
Kz [SETTING CONSTANT) 7.6 LBS.FT. s e B
WEZ 43 LBS. FT . PEs E
BOWL ASSEMBLY WEIGHT | isoies. T 1
EYE AREA: PROPELLEA NO. A-30-F | 203.0 SQ.IN, | 4 VANE
PROPELLEA NO. A-341.T | 203.05Q.IN. |3 VANE |
PROFELLER NO. A-3d2.T #03.0 S0 IN_ | 3 VANE
T PROPELLER NO. A-3425-T 203.0 SQ. IN. | 3 VANE
[ PROPELLERNO.ASST | 203050 IN[3VANE |
PROFELLER NOD.

HYDRAULIC PERFORMANCE 15 CONTINGENT ON FURNISHING THE PUMP
WITH SPECIFIED AMOUNT OF CLEAR, FRESH, NOMN-AERATED WATER NOT TO
EXCEED B5" F,

PUMP PERFORMANCE SHOWN IS BOWL ASSEMBLY WITH 10 FEET OF
COLUMMN INCLUDING A STANDARD ABOVE GROUMD DISCHARGE ELBOW.
ADDMTIONAL COLUMN LOSSES SHOULD BE ADDED WHEN SETTINGS ARE
DEEPER THAM 10 FEET ANDYOR FOR OTHER DISCHARGE ARRANGEMENTS.

*This walue is the minimum submergence required
ter prevent vartexing only, This value may need to
be increased to provide adequate MPSHA.

FAIRBANKS MORSE PUMPS
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8000 PROPELLER PUMPS
PUMP PERFORMANCE
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DATA VALUE
PUMP SHAFT DIAMETER 1.9375 IN.
 MAXIMUM SPHERE SIZE 3.38 IN,
Kt [THRAUST FACTOR) 101 LBS.FT.
| Ka [TOTAL ROTOR WEIGHT) 250 LBS,
_Ks (SETTING CONSTANT) 10.0 LES.FT.
| WK B6 LES.-FT.
BOWL ASSEMELY WEIGHT 2750 LBS.
EYE AREA; PROPELLER MO. A-340-F 203.0 S0 IN_ [ 4 VANE
PROPELLER NO_ A-341-1 203.0 50 1N | 3 VANE
FROPELLER NO. A-342-T 203.0 50. M. | 3 VANE
PROPELLER NO. A-342.5-T 203.0 50, IN. | 3 VANE
PROPELLER NO. A-343-T 203.0 50. IN. | 3 VANE
PROPELLER NO.

HYDRAULIC PERFORMANCE 15 CONTINGENT ON FURNISHING THE PLMP
:-;EIES!;EE!FED AMOUNT OF CLEAR, FRESH, NON-AERATED WATER NOT TO

PUMP PERFORMANCE SHOWN 15 BOWL ASSEMBLY WITH 10 FEET QF

*This walue is the minimum submergence required  COLUMM INCLUDING A STANDARD AROWE GROUND DISCHARGE ELBOWY.
ta prevent vortexing only. This value may need to  ADDITIONAL COLUMM LOSSES SHOULD BE ADDED WHEN SETTINGS ARE

be inereased 1o provide adequate NPSHA

FAIRBANKS MORSE PUMPS

DEEFER THAM 10 FEET ANDVOR FOR OTHER DISCHARGE ARRAMNGEMENTS.




