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Sales Engineering Data

Fig.6310 PROPELLER PUMP PERFORMANCE CHART

1. The propeller pump performance cuives shown are obtained by testing pumps with 10 foot column in-

cluding enclosed discharge elbow with head measurements taken in a horizontal discharge pipe at

least three pipe diameters beyond the elbow flange.

2. Discharge column losses should be added when settings are deeper than 10 feet.

AONI 131443 INIOY¥Id

43IM04ISYOH avye

T sanwauant T
3 N T35 1 1
: F Saseans. }
T T T :
t tht ;
+
.
aaw }
amasa
sisie
:
. }
+ tbtd
Etid]
= aaae
as X
7 I pE
t FEH
4§ HE P
¥ _ARES
e suses
BRUHS prindudmimd
! 1 WEREE
22 } e
H :
H F ¥
5 ;
b :
t
rH : t
sas : ¥ FHHH
) & »: 4 aENOR
' 44 s e Anuan
| ¥ T T
1] % E: 1 susee
. R : sousn
1 st ien ; seaza
H : b
5. X . ne ' SRENE]
2
4 - r W A
] :
cHH e
HH 237 Sman t
& 3
4 o i dudutd
HH b HHE H
e wen o : 4 snanx
a5 . :
. - i s
H H FEE
b HH BT
5 HrH HH
FHH 23
e f T
sse:
. 3 vl "
o oa it - et
: aasa u siitd
S ke 1ol
FH
forpiiuint
- i
HiH
HHH
t
T
' Eanee
-t A iX.
i
¢! prepenterdd
; Ly HH
111 IT
. tt
arn pan o anags T e
: Y TN 1
TR
pn b4
1y i
1 1 , ;i 1
T Tsan: 5% ; i
H T HEH f

(8540y0S1P (D uOZIIOY 1D poay A130072a snid poay 911p3g)
1334 NI QV3IH ODIWYNAQ 1VL01

U.S.GALLONS PER MINUTE

WYTRJ

CODE

TWO STAGE

700 R. P. M.

COLUMN

0. D.

8310 20"

20"




