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Supersedes P6310-1~1~ 	 P6310-1 ~D-IFAIRBANKS, MORSE & CO. WYCIS-WYCDM-WYCBK 
Sale. EnaineerinS 0... July 15. 193B - June 15.193B 	 SEPTEMBER. 1952 

Fig.6310 PROPELLER PUMP PERFORMANCE CHART 

1. 	 The propeller pump performance curves shown are 
obtained by testing pumps with short column and 
enclosed discharge elbow with head measurements 
taken in a horizontal discharge pipe at least 
three pipe diameters beyond the elbow flange. 
For further details refer to data page D6310A5 

2. 	 Discharge column losses should be added when 
settings are deeper than 10 feet. Refer to data 
page D6310A6 

3 . 	 For ve I oc i ty head refe r to data page D631OA5 
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U.S.GALLONS PER MINUTE 


114" 6310 14·COLUMN 870 RPM ONE STAGE 




P6310-IIJ.D-2 	 Supersedes P6310-1IJ.-IIJ. FAIRBANKS, MORSE It. CO. 
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Fig.6310 PROPELLER PUMP PERFORMANCE CHART 

1. 	 The propeller pump performance curves shown are 
obtained by testing pumps with short column and 
enclosed discharge elbow with head measurements 
taken in a horizontal discharge pipe at least 
three pipe diameters beyond the elbow flange. 
For further details refer to data page D6310A5 

2. 	 Discharge column losses should be added when 
settings are deeper than 10 feet. Refer to data 
page D6310A6 

3. 	 For velocity head refer to data page D6310A5 
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