GOULDS PROPOSAL NO. GOULDS S.0. NO. INQUIRY NO. CUSTOMER P.O. NO. P.O. DATE [ITEM NO. CUSTOMER

PROJECT SERVICE GPM CAPACITY FT. TDH % EFFICIENCY RPM
NPSHR(ft Curve No.
240 840 E6624CCPC1
19.00 400 Model 24CHC
9. L—T144
220 ¢ RPM 1180
e i ] , EFFIEIENCY CORRECTION
200 — | T 10 [ 28T 720 1-STAGE -1.5
— T~ 81 ., 2-STAGE
= 180 650 uy ~— 9% §& 3-STAGE
L i 74‘ / T | g, Bal. Imp. -2.0
o 160 T/ 7 [ [ 86 600 £ |[impeller ENCLOSED
8 140 /1 / / | T o~ _ 84 g Ns = 2232
e — 5 B S S L 2 |[k=_ 378LBSIFT
Q 120 = 480 o K (Bal.)= 9.5 LBS/FT
o L < [T b q;’ Bowl O.D. %
=2 100 ~ ~> o Bowl Lateral| _0.87"
o — 2 |[vaxps 246
E 80 360 ) Min. Subm 48"
© [5)
3 — S |[G)GOULDS PUMPS
= 60 L T ——— TURBINE OPERATIONS
SETEE — | Lubbock, Texas
40 i 240 BOWL PERFORMANCE CURVE
i = T BASED ON PUMPING CLEAR,
T | L — | NON-AERATED WATER.
20 —— RATED POINT ONLY IS
3 s GUARATEED. CURVES
0 120 REPRESENT SINGLE STAGE
PERFORMANCE BASED ON
0 1000 2000 3000 4000 5000 6000 7000 8000 9000 10000 TEST OF MULTI-STAGE BOWL
) ASSEMBLY. EFFICIENCY
Flow Capacity (GPM) CORRECTION IS REQUIRED
FOR LESSER STAGES.
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