Capacity (GPM)

GOULDS PROPOSAL NO. GOULDS S.O. NO. INQUIRY NO. CUSTOMER P.O. NO. P.O. DATE ITEM NO. CUSTOMER
PROJECT SERVICE GPM CAPACITY FT. TDH % EFFICIENCY RPM
NPSHRI®)  Ee630BGPCH
240 56— 2400
wm 2012 | ||t Model 30BLC
220 =~ — 36— 2200 RPM 1180
75 USE FOR ONE STAGE PUMP EFFIEIENCY CORRECTION
200 20 2000 1-STAGE
? 64 2-STAGE
- : T~ == 3-STAGE
E 180 ] ~ ! 178 1 1800 g’ Bl Imp. 0
Py 1 80 [an S Impeller ENCLOSED
160 — 1600 +
8 [ 285 ® |INs = 3433
T~ m —
o \ / A 84 = K (Bal.)= 23.0 LBS/FT
Q 120 ! — - AN 1200 q;’ BowlOD. | 29.50°
'g a / ""\L / / [e) Bowl Lateral[ 0.87"
o — AR / L/ /N80 % Max. PSI 216
T 100 ==/ / | ~ A 1000 @ |[MinSubm | 64"
g ~— < N > 2 ||[@)GouLDS PUMPS
— 80 N < S~/ 800 TURBINE OPERATIONS
N Lubbock, Texas
60 ——— — 600 BOWL PERFORMANCE CURVE
— ] E— BASED ON PUMPING CLEAR,
I | L L NON-AERATED WATER.
40 400 RATED POINT ONLY IS
L GUARATEED. CURVES
REPRESENT SINGLE STAGE
20 200 PERFORMANCE BASED ON
0 2000 4000 6000 8000 10000 12000 14000 16000 18000 TEST OF MULTI-STAGE BOWL

ASSEMBLY. EFFICIENCY
CORRECTION IS REQUIRED
FOR LESSER STAGES.

8/6/2003




GOULDS PROPOSAL NO. GOULDS S.O. NO. INQUIRY NO. CUSTOMER P.O. NO. P.O. DATE |ITEM NO. CUSTOMER
PROJECT SERVICE GPM CAPACITY FT. TDH % EFFICIENCY RPM
NPSHR(ft) Curve No.
240 - 56— 2400 E6630BFPC1
20.12 Sy Model 30BLC
220 36 2200
I~~~ USE FOR MULTIPLE STAGE PUMP RPM 1180
200 18.75 L i 2000 EFFIEIENCY CORRECTION
— o i
= 180 P~1L8 S : 0 1800 3.STAGE
"y i N ~_| > o |[Balimp. -2.0
g 160 : < 80— 1600 Impeller ENCLOSED
8 ~ L o ¢ |INs=__ 3591
D 140 = : —— — 1400 o ||[K = 92.0 LBSIFT
o \ = £ & K (Bal.)= 23.0 LBS/FT
S (Y]
-3 120 \\\‘\L \ \(\f‘L i\ > & 1200 3 Bowl O.D. | 29.50"
© Q\ 82 S Bowl Lateral| 0.87"
Q B 5\ 80 o Max. PSI 216
T 100 cls SRS 1000 ® |[MinSwbm | 6+
g %P X .55 2 |[@GcouLbs PumPs
= 80 HinSE: N 800 TURBINE OPERATIONS
T L Lubbock, Texas
60 .= 600 BOWL PERFORMANCE CURVE
| — | — BASED ON PUMPING CLEAR,
I — [ NON-AERATED WATER.
40 | 400 RATED POINT ONLY IS
GUARATEED. CURVES
REPRESENT SINGLE STAGE
20 200 PERFORMANCE BASED ON
0 2000 4000 6000 8000 10000 12000 14000 16000 18000 TEST OF MULTI-STAGE BOWL
. ASSEMBLY. EFFICIENCY
Capacity (GPM) CORRECTION IS REQUIRED

FOR LESSER STAGES.

8/6/2003






