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. Curve No. 360809
Manufacturlng Effective Oct.,1992

Supersedes June,|!99]

3500 RprMm MODEL 8CCM
SINGLE STAGE PERFORMANCE i
STANDARD CONSTRUCTION

STAGES REQUIRED . -See reverse side for detailad information.
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Pump hydraullc performance is based on handling cold clear, fresh nonaerated water, free of foreign materials.
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tem No.:
Canacit: . TPH ____ BowlHP ________ BowlEHiciency




IMPELLER DATA S0

IMPELLER NO. 408-3-3022 . TYPE ENCLOSED . DIAMETER: A 6.19 * 1872  mm,
B 5.88 " 149.49 mm, )

EFFECTIVE EYE AREA 17.39 sq.inches, 11219.3 sq.mm. NUMBER OF VANES _ 5 . -
THRUST CONSTANT K 7.52 bs./ft. _10.2 N/ mof head. WEIGHT 5 bs., 2.3 Kg.
WR? _ .599 bs./ft?, 2.92 Kg/m?2
EYE FLUID VELOCITY CK .0I8 ft. / sec. / GPM, .005 m/.sec./LPS.
PERIPHERAL VELOCITY 15.27 f./sec./inch, 4.65 m/ sec. / mm of impeller dia. Ns 2541.7

BOWL DATA
BOWL NO. 408-3-2023 . CONNECTION TYPE BOLTED . NOMINAL DIAMETER (E) 7.50 », 190.5 mm.
MINIMUM DIAMETER (E) 7.50 ", 190.5 mm.
COLUMN PIPE SIZE 6 ", 150 mm, STANDARD, 6 ", 150 mm, MAXIMUM
SUCTION PIPE SIZE 6" 150 mm, STANDARD, 6" 150 mm, MAXIMUM.
PUMP SHAFT DIAMETER 119 », 30.2 mm, STANDARD _1.44 -, _36.6 mm MAXIMUM.
LATERAL .28 * 7.1| mm, STANDARD, % " X mm MAXIMUM.
SHAFT BEARING CLEARANCE .0I10 ", .254 mm. IMPELLER SKIRT CLEARANCE .0I5 " .38] mm. .

MAXIMUM NUMBER OF STAGES 6 (std. construction). - : )
MAXIMUM HEAD 832 . ft, 2536 m (std. construction). MAXIMUM SPHERE SIZE .69 " 175 mm. .

P'ROJECTIONS ABOVE COLUMN PIPE BUTT: TUBE 8",203.2mm; SHAFT 16",406.4mm. FOR ENCLOSED
LINESHAFT. |2",304.8mm. FOR OPEN LINESHAFT.
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THREADED SUCTION STANDARD DIMENSIONS seLsteTon
s REFER TO FACTORY.
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WEIGHT: SINGLE STAGE 140 Ibs., 63.5 Kgs. ADDITIONAL STAGE 50 Ibs., 22.7  Kgs.






