1211/78 SECTION 300

NEW CURVE NO. WL-18-146
14 TL 1770 R.P. M,
THIS CURVE SHOWS OME STAGE PERFORMANCE
o WITH ENAMELLED CAST IRON BOWL AND BRONZE
e LAYNE & BOWLER, INC. IMPELLER. EFFICIENCY IS SHOWN FOR 2 STAGES.
BOX 8097 MEMPHIS, TN 38108 HORSEPOWER 1S SHOWN FOR ONE STAGE BASED ON
by 2 STAGE EFFICIENCY
ONE 1| |
STAGE STAGES
IMP. DI A.
A=11.46
120 B=10.72
C= 9.96
& 100 TR s T :
tE Ll 7210 LH 1 u
| j s T a0 H
+ g
[=] 1 - H
A
8o[ A =t is
2 i Wiisi
E I \n
= P
o S 76
Eu if
70 -
¥ L
B, b
('
a0 |
40 : 5 !
=
aﬂ —
S
s i o
(¥1]
2{] &
. I
10 ::
& ] T z
2 60 .H
2 TTITT
ui Tt - A r
o 40
o i
I | [
w 20 " u
< ”
F= 20 O
2
15 w
=
W
0 z
I
h
0 400 800 1200 1600 2000 2400 2800
CAPACITY — U.5. &.P.M.
No. | Eff. e, | Rotor Wi =446 Ibs, o 11%¢
Sla:n: Changi MATERIAL IChan DFIE 5[3?} Wi. =435 lbe. nil !-1' mh
1 =2 [BOWL Add One Stage Wt. =164  |bs - . -
2 | o] cu —2 | Max.MNo.Stages =8 i i ;
3 L EN | Discharge Size =10 n {e=—f 1t &ttt — -
4 IMPELLE R Suction Size =10 | 1 # b '
§ BRE. 0| Lateral =100 in. =
G Shaft Diametar = 1,937 in. |__ 13,.__]




