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1770 RPM MODEL 6BCM
SINGLE STAGE PERFORMANCE ENCLOSED IMPELLER
STANDARD CONSTRUCTION
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THREADED SUCTION STANDARD DIMENSIONS
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IN. | 20%/6 | — 4%/1¢ | 8116 | 9%/1e — — TV 7 —_ 12% 4 1 —_ 82 3% —_ 8 -_
MM. | 531.8 - 115.9( 1445|2334 | — -— 190.5| 177.8| — | 323.8| 1016 | 25.4 - | 215.9 | 92.1 — | 203.2 -
STANDARD DATA
THRUST STANDARD SINGLE STAGE WEIGHT
IMPELLER | SPECIFIC | FACTOR SHAFT AXIAL MAX. MAX. DISCHARGE | SUCTION WEIGHTS EACH
NO. SPEED K DIAMETER | CLEARANCE | STAGES | PRESSURE SIZE SIZE THREADED BELL ADDITIONAL
SUCTION SUCTION STAGE
1.5 b/ 1 in 0.25 in 578 psi 4 In 4 in 65 - Ib 22 b
306815 2064 36
219 vm | 25.4 mm 6.35 mm 3985 kPa| 1016 mm | 101.6 mm 29.4 kg —  Kg
befer to Section C and I for K-Factor, optional materiais, construction and engineering data.

9.97 g




