Section B-3

Tr Transamerica TAIT PUMP DIVISION Curve No. nae o
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THREADED SUCTION STANDARD DIMENSIONS BELL SUCTION
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IN. [ 16% | 1a% [ 4% | 5% | 6% [ 3 [ 3w | SW | 7 | s% [ 12% | 4 1 8 [10%] 3s| 6u | 8 | sw

MM. | 419.1| 361.9 | 1143 ( 139.7 | 171.5| 76.2 | 82.6 | 133.4 ( 177.8 | 146.1 | 323.9 | 101.6 | 25.4 | 203.2 | 266.7 | 88.9 | 158.8 | 203.2 | 133.4
STANDARD DATA

THRUST STANDARD SINGLE STAGE WEIGHT
IMPELLER | SPECIFIC FACTOR SHAFT AXIAL MAX. MAX. DISCHARGE | SUCTION WEIGHTS EACH
NO. SPEED [ DIAMETER | CLEARANCE STAGES PRESSURE SIZE SIZE THREADED BELL ADDITIONAL
SUCTION SUCTION STAGE
1.9 wnr| 100 0.625 in 500 psi 4 in 4 in 56% b 49% 15%
306840 1900 20
27.7 Nim | 25.4 mm 15.9 mm 3448 xPa| 101.6 mm | 101.6 mm 25.5 Kg 223 Kg 714 kg

Qefer to Section C and I for thrust curves, optional materials, construction and engineering data.




