Section B-1

S Transamerica  TAIT PUMP DIVISION Curve o G002

Effective May 1983
nela\lal DAYTON, OHIO Supersedes October 1976

~

4 3560 RPM MODEL 6BCL
SINGLE STAGE PERFORMANCE ENCLOSED IMPELLER

STANDARD CONSTRUCTION
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THREAOED SUCTION STANDARD DIMENSIONS
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IN. | 20'%/16 | —~ 4%16 | S5M/1e| 910 — —_ Y} 7 — 12% 4 1 _ 8k 3% — 8
MM. | 531.8 — 115.9| 144.5| 2334 - - 1905|1778 | — |323.8|101.6| 254 — | 215.9| 921 — | 203.2 -
STANDARD DATA
THRUST STANDARD SINGLE STAGE WEIGHT
IMPELLER | SPECIFIC FACTOR SHAFT AXIAL MAX. MAX. DISCHARGE | SUCTION WEIGHTS EACH
NO. SPEED K DIAMETER CLEARANCE STAGES PRESSURE SIZE SIZE THREADED BELL ADDITIONAL
SUCTION SUCTION STAGE
1.5 1 in] 03125 in 578 psi 4 In 4 n 65 b —_ b 22 b
306813 2011 36
21.9 Nm | 25.4 mm 7.94 mm 3985 kPa | 1016 mm | 1016 mm 294 kg —  Kg 9.97

Kg
Qefer to Section C and [ for thrust curves, optional materials, construction and engineering data. }




