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SINGLE STAGE PERFORMANCE
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THREADED SUCTION STANDARD DIMENSIONS BELL SUCTION
A B C D E F G H J K L M N P R T w X Y
IN. | 18% | 17% | 7% (79| 4% | 3% | 3% | 4w 8 7% | 16% 5 13%s | 15% | 162 | 17 | 8% 10 5
MM. | 466.7 | 441.3 ( 1842 (198.4| 111.1 | 98.4 | 85.7 | 123.8 | 203.2 | 196.9 | 412.8 | 127 | 30.2 | 393.7 | 419.1 | 47.6 | 209.6 | 254 | 127
STANDARD DATA
THRUST STANDARD SINGLE STAGE WEIGHT
IMPELLER | SPECIFIC FACTOR SHAFT AXIAL MAX. MAX. DISCHARGE | SUCTION WEIGHTS EACH
NO. SPEED X DIAMETER CLEARANCE STAGES PRESSURE SIZE SIZE THREADED BELL ADDITIONAL
SUCTION SUCTION STAGE
4.7 wm| 1.1875in | 0.6875 in 348 psi| 4,5,6 in 56 In 150 ® 145 52 1
2799 29 . 102,
68.6 N/m| 30.2 mm 175 mm 2400 «Pa | 127,152 mm [ 127,152 mm 68 Kg 65.8 Kg 23.6 xg

308841
befer to Section C and ! tor thrust curves, optional materials, construction and engineering data.




