BOWL HYDRAULIC PERFOR
MATERIALS OF CONSTRUC

LAIN LINED BOWLS) AND

S

TION (INCLUDING PORCE-—

- CHANGE IN

MANCE BASED ON STANDARD EFFICIENCY WESTERN LAND ROLLERW

NO. OF NO. OF
STAGES POINTS

HANDLING CLEAR, FRESH, | -2 12 KKH
NONAERATED WATER FREE 2 oy
OF FOREIGN MATERIALS. 3 ) 770 rewm

ENCLOSED IMPELLER

FOR NON—LINED BOWLS, MULTIPLY
HEAD AND EFFICIENCY BY 985
'—
- {17 ] BN 40 4
w R : i } - E
w I i
lL " h i /I‘ ,.A?,.,_ PO - S I
z !MP. T T // ’ R @
2100/ ; e Heo =
w ; : H » 4'1 : i 4 (/7]
g L eyl
:; a T =
I N ;
a 80 e W -y )i | i t 3 | o
w ] pad LA | C
o NU4 p T
2 4 r —-\;‘ N ] I !
w 60 £ 7Y . AN
x / G 3 J
S .
_1 ! ; 4 P K
2 NS ear e 2. L
O 40 - W
| ~ LD ,Aé\ A
~N S - i
- Al b
~ ;
20 i
x e - :
w b
= —f
(@] L1
o I
L«'n" !
] | ]
i = —
x b o —— -
T = 1
Lil ‘1 i S —— 1 e
' ot Gt
<10 < =
Tt
@ M. +
[ DT N I
Lo { i !
IR i ! | ;
0 250 500 790 1000 1250
US GALLONS PER MINUTE
IMPELLER EYE AREA _19.0 _ N CURVE No. . EC-1228
THRUST FACTOR .___6.1 DATE 11=14 =79

<

Back of Sheet 527






